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1. PRODUCT DESCRIPTION
LENA 310 Cor is a range of mortars suitable for grouting tile and stone coatings, 0 ‘52‘331‘1

LENASTOED .7,

composed of mixed binders, limestone aggregates, additives, and mineral pigments.
ARGAMASSA PARA JUNTAS 0-12 mm

Available in a range of 15 colours

LENA 310 Cor is supplied in 5 kg bags and packed in boxes of 4 bags. White, grey, and IIIlI ||III|II IIII"II III”"I““"&

beige varieties are also available in 20kg bags. Provided that it is kept in its original ARGATECNIC amaaTncnE

[ 4

packaging, the product has a shelf life of 24 months when packaged in 5kg bags, and of )
Ll . mrrm

12 months when in 20kg bags under storage conditions in which it is protected from
high temperatures and humidity.

2. FIELD OF USE

LENA 310 Cor is suitable for use in grouting tiles or natural stone on floors and interior and exterior walls, from joints ranging in size between 0-
and 12-mm. LENA 310 Cor can be used in swimming pools.

Should doubts arise relating to the technical solution or application of LENA 310 Cor, we advise that users consult with our Technical Services in

advance.
3. PRODUCT CHARACTERISTICS
Average Average
ADHESIVE PASTE 9 Reference Standard HARDENED ADHESIVE g Reference Standard
Values* Values*
Application temperatures +50C to 302C - Flexural strength >3.5MPa EN12808-3
Component ratio . >15 MPa EN12808-3
28 to 30% - Compressive strength
(Comp. A: Comp. B)
Density 1700-1900 kg/m? - Flexural strength after freeze-thaw cycles >2.5 MPa EN12808-3
. . Compressive strength after freeze-thaw
Working time once mixed >1.5 hour - >15 MPa EN12808-3
cycles
Wait‘time required prior to ~ 24h B Abrasion resistance <2000 m? EN12808-2
walking on grout
Water absorption (after 30 min) <059 EN 12808-5
Water absorption (after 240 min) <109 EN 12808-5
Retraction <2 mm/m EN 12808-4
Operating temperature -402C to +90°C -

* Results obtained in tests carried out under standard conditions, which may vary depending on the conditions of use.

4. APPLICATION RECOMMENDATIONS
o Preparing surfaces:

LENA 310 Cor must be applied on cement-based surfaces, which are dry and free of dust and dirt. You are required to wait the recommended
time prior to grouting, which varies depending on the adhesive used.
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o Preparing the mortar:

LENA 310 Cor 5Kg should - preferably - be mixed mechanically, using a low-speed electric mixer, with 1.4 to 1.5 litres of water per 5 kg bag, until
it produces a soft, consistent, lump-free paste. Black mortar should be mixed with 1.4 litres of water only.

LENA 310 Cor 20Kg should - preferably - be mixed mechanically, using a low-speed electric mixer, with 5.6 to 6.0 litres of water per 20 kg bag,
until it produces a soft, consistent, lump-free paste. Black mortar should be mixed with 5.6 litres of water only.

. Application:

Apply LENA 310 Cor with an appropriate trowel on small surfaces and diagonally to the gaps between tiles, ensuring they are conveniently filled
and compacting the mortar. When the product has started to harden, clean the excess product with a damp, clean sponge. After 24 hours, clean
with a well-drained cloth or mop.

. Cleaning:

The tools can be cleaned easily with plenty of water prior to the product hardening. Once the product has hardened, it cannot be cleaned. Under

these circumstances, it can only be removed mechanically.

. Usage:

The theoretical consumptions expected for LENA 310 Cor mortars are as shown in the following table or obtained by applying the formula
attached.

Joint width
Shape of parts (1 mm)

[cm]
2,5x2,5% 0,51

10x10 0,26

10x20 0,19

15x15 0,17

20x20 0,13

20x30 oM

30x30 0,09

, =0 +

533 0.08 Use=0.16 xWxHXxA+B
35x35 0,07 AxB
30x60 0,06 W = joint width (mm)

40x40 0,06

45x45 0,06 H = piece height (mm)

50x50 0,05 ) )

50X60 0.04 A x B = piece size (cm)

* Considering tiles 4mm thick
5. FURTHER ADVICE

e Mix the product with the recommended amount of water. Excess water can cause stains, especially for darker coloured mortars.
*  When cleaning, slightly moisten the sponge. Excess water used for cleaning can provoke the dispersion of pigment;

e Water mixed with the mortar should not contain any impurities (clay, organic matter), and should preferably be drinking water;

E. geral@argatecnic.pt | T. (+351) 244 723 720 | www.argatecnic.pt

LENARGATECNIC, LDA | Rua dos Castanheiros, ne 11 | Boa Vista 2420-415 | LEIRIA - PORTUGAL Anc AT E c N Ic
ARGA SAS TEC
ARA A LONSTRUCAG



TECHNICAL DATA SHEET

Page 3 of 3

LENA EXf] cor

THIN JOINT MORTAR 0-12mm

e Do not apply product that has been open for longer than the open time stated, and the product should subsequently be softened by

adding water;

e Do not add any other products to the mixture, and apply the mortar as presented in its original packaging and prepared according to
recommendations.

e Do not use LENA 310 Cor in saltwater pools.

»  There may be a slight variation in colour from batch to batch. We recommend ordering the product for the entire project.

6. HEALTH AND SAFETY

Product Safety Data Sheet available for consultation at www.argatecnic.pt or upon request from our Sales Services.

7. TECHNICAL ASSISTANCE

For technical assistance and sales information, contact:

LENARGATECNIC, LDA.

Rua dos Castanheiros, 11 Boa Vista
2420-415 Leiria - Portugal

Tel: (+351) 244 723 720

Email: geral@argatecnic.pt
www.argatecnic.pt

The information, recommendations and technical characteristics presented in this Technical Data Sheet are provided in good faith
and are based on the current knowledge we have of the product. These may be altered without prior notice. Our responsibility is
limited to guaranteeing the quality of the product provided according to the physical-chemical characterisation presented in this
Technical Data Sheet. We cannot make any guarantees concerning its correct application, even if inferred from these instructions or
contained within oral or written recommendations.
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